[' TN THE EVENT OF A CHEMICAL EMERGENCY INVOL VING A SPILL.
LEAK, FIRE, EXPOSURE OR ACCIDENT - 24 HOUR TELEPHONE
MATERIAL SAFETY DATA SHEET EMERGENCY CONTACT: 1-800-d24-9300 *CHEMTREC

DOT HAZARD CLASSIFICATION: NOT APPLICARLE

TOENTITY (AS USED ON LABEL AND LiST) Note: Blank spaces arc not permitted. If any item s not applicable,
KERACOLOR WALL (ALL CGOLORS) for no information is available, the space must be marked to indicate

that.

SECTION 1
MANUFACTURER'S NAME EMERGENCY TELEPHONE NUMBER
MAPEI CORPORATION 1-800-42-MAPE]
Address (number, street, city, state,& zip code)fTelephone Number for Information
1350 LIVELY BOL__I.Q'ARD 1-708-354-3470

) Date Prepared
ELK GROVE VILLAGE, IL. 60057 JUNE ], 1993

Signature of Preparer {aptional)

I —————— e e — T S ——
SECTION II - HAZARDOUS INGREDIENTS/IDENTITY INFORMATION

other Limits
Hazardous Components (specific chemical identily; commoan nemesis)) OSHA PEL AGGIH TLV recommended % (optional)

| SILICA FLOUR, CRYSTALLINE (CAS#14808-60-T) SEENOTEA SEENOTEB __ NiA
PORTLAND CEMENT (CAS#65997.15.1) S0Mppef ___10Mpm? TOTAL _ NjA
| TITANIUM DIOXIDE (CASY13463-67-1) 15MGAP 10Mghn3 TOTAL _ N/a
RON OXIDE (CAS#I309-37. 3} Wmgim3 _ Smgan3 NiA
|xomE A osuarm. 10Mgtm’ NOTE B: AGGIH LYV 0.] Mpim?
BSIOy +2 RESPIRABLE DUST

THIS FRODUCT CONTAINS FREE SILICA. AVOID DUSTY CONDITIONS, AVOID BREATHING DUST, [ARC (INTERNATIONAL AGENCY FOR

RESEARCH ON CANCER } REPORTS THAT THERE 1§ EVIDENCE THAT CRYSTALLINE, SILICA 18 CARCINOGENIC TO LABCRATORY ANDMALS

BUT ONLY LIMITED EVIDENCE THAT IT IS CARCINOGENIC TO HUMANS {LARC, GROUP2A),

FOR CALIFORNIA: THIS PRODUCT CONTAINS CHEMICALS KNOWX TO HE STATE OF CALIFORNIA TO CAUSE, CANCER, BIRTH DEFECTS OR

OTHFR REPRODUCTIVE TOXICITY.

{SECTION Ul -PHYSICAL/CHEMICAL CHARACTERISTICS

Boiling Point Spectfic Lravity (H2D=1)
NOT KNCGWN TQ BOIL NIA 20 .22
Vapor Pressure (mm Hg) Melting Point

NfA NIA
Vapor Density (AIR=1} Evaparstion Rate

AN (Butyl Acetate =1} NiA

S ———
Soluobillty in Water
NEGLIGIBLE
Appearance and QOdor
PO NO ODOR

SECTION IV - FIRE AND EXPLOSION HAZARD DATA

Flash Point (methed Fiammabie Limits LEL UVEL
used) N/A N/A

Extinguishing Media
NiA

Special Fire Fighting PFrocedures
NiA

Unusual Fire and Expiosion Hazsrds
N/A
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SECTION V . REACTIVITY DATA

?t_ability Unstable Conditions to Avoid
NONE KNOWN
Stable
X
Incompatibiiity (materials to aveid]
| NONE KNOWN
Hazardous Decomposition or Byproducts
Hazardous May Oecur Conditions o Avoid
Polymerizatiaon NONE KNOWN
Will naot Qccur
X
[ SECTION V1 - HEALTH HAZARD DATA
Route(s) of Entry Inhalgtion? Suin? {ngestion?
YES YES NOT FROBABLE

Health Hazards (acute and <hronle)
ACUTE: REPEATED INHALATION OF RESPIRABLE DUST FOR EXTENDED FERIDDS OF TIME MAY CAUSE INJURY TO THE LUNGS

CHRONIC: REPEATED EXPOSURE WITHOUT RESPIRATORY FROTECTION MAY CAUSE SILICQOSIS.

Carcinogenicity: NTP? JARC Monographs? OSHA Regulated?
‘ YIS YES, SILICA SAND GROUP 24 NC

Signs and Symptoms of _ixposu re
DRY SKINPOSSIBLE ALKAL! BURNSFROM SKTN CONTACT WITH WET OR MOIST PORTL ANDHCEMENT

DYSPINEA, PAIN IN THE CHEST, DECREASED VITAL CAPACITY AND COUGH DLE TO INHALATION OF STLICA DUST
Medical Ceonditions Generally Aggravated by Exposure
REFEATED EXPOSURE WITHOUT RESPIRATORY PROTECTION MAY CAUSE SILICOSTS.

Emergency and First Aid Procedures
EYES: FLUSH WITH COOL WATER FOR 15 MINUTES. IF IRRITATION PERSISTS CONSULT A PHYSICIAN,

SKIN: AVOID FROLONGED CONTACT WITH SKIN, RINSE WITH COOL. WATER FOR, 15 MINUTES .

INHALATION: REMOVE TO FRESH AlIR.

INGESTION: DO NCOT INDUCE YOMITING. DO NOT GIVE ANYTHING BY MOLUTH TO AxN UNCONSCIOUS PERSON. SEEK MEDICAL
ATTENTION.

SECTION VI1 - PRECAUTIONS FOR SAFE HANDLING AND USE

Steps to be Taken in Case Muterial is Released or Spilled
AVOD DUSTY CONDITIONS. FREFERRED METHCD 1S TO VACUUM MATERIAL IFF NOT SPRAY WITH WATER AND CLEAN UP WITH A BROQM

AND SHOVEL.

 Waste Disposal Methad
DISPOSE OF BN ACCORDANCE WITH ALL LOCAL, STATE AND FEDERAL REGULATIONS.

Precautions to be Teken in Handling and Storing
STORE IN.A COCL DRY AREA. AVOID DUSTY CONDITIONS.

Other Precautjons
AVQID PROLONGED CONTACT BETWEEN SKIN SURFACES AND WET OR MOIST PORTLAND CEMENT. SKIN SURFACES EXPOSED TO WET OR

MOIST PORTLAND CEMENT SHOULD BE WASHED PROMPTLY WITH CLEAN WATER FOR 15 MINUTES.

SECTION Vil . CONTROL _MEASURES

Respiratory Protection (specily type)
NIQSH APPROVED FCR DUSTY ENYIRONMENT

Ventilation Local Exhaust Special
Observe current EPA standards N/A
Mechanicsl (general) Other
NiA NA
Protective Gloves Eye Protection
| IMPER VICUS FOR SENSITIVE SKIN RECOMMENDED

Other Protective Clothing or Egquipment
AS UTRED TO MINIMIZE EXPOSURE TOWET OR MOIST PORTLAND CEMENT,

Work/Hygienic Practlces
‘WASH FACE AND HANDS, PROMPTLY AND THOROUGHLY WITH COOL WATER FOR 14 MINUTES UPON EXPOSURE TO WET QR MDIST

PORTLAND CEMENT

"KERACOLOR WALL.-PAGE 2
N/A = NOT AVAILABLE



